DIGINET Wall Mounted DALI Dimmers — Installation Guide
CDMTREDL SYETHHML DGDALIDM and DGDALIDM8

Introduction

A range of wall mounted DALI dimmers with a built-in DALI power supply. Only a mains connection (Active and
Neutral) and DALI connections (DA/DA) are required. No external DALI power supply or other equipment is required.
No programming of the device or DALI drivers is required.

Features

e Simple on/off and dimming control for DALI light fixtures

e Colour temperature control (requires DGDALIDM8 model and DALI Type 8 LED drivers)
e Builtin 125mA DALI power supply

e Able to control up to 50 DALI drivers on a single DALI line

e Can be connected in parallel on a DALI Line for multi-point control (see pages 3 and 4)
e Configurable minimum brightness setting

Operation

DGDALIDM

e Click the rotary knob to switch ON/OFF all the connected DALI light fixtures

e Rotate the knob clockwise to increase light intensity from 1% to 100%

e Rotate the knob counter clockwise to decrease light intensity from 100% to 1%

DGDALIDMS8

e Click the rotary knob to switch ON/OFF all the connected DALI light fixtures

e Rotate the knob clockwise to increase light intensity from 1% to 100%

e Rotate the knob counter clockwise to decrease light intensity from 100% to 1%

e Double-click the dimmer knob and then turn the dial to increase or decrease the colour temperature (NOTE: this
function is only available when used in conjunction with Colour Temperature Tc Driver / Luminaire.
Fixtures with standard DALI drivers will dim up/down using a DGDALIDMS, but are not colour tuneable.

Applications

Suitable for a wide range of indoor applications which require simple manual control of DALI fixtures. For example:-

e Open Plan commercial offices e Executive offices
e Meeting Rooms e School classrooms
e Board rooms e Hospital wards
Specifications

Operating Main Voltage 100-240Vac

Operating Mains Frequency 50/60Hz

Power Consumption 2.3W max.

DALI Power Supply In-built, Supplies 125mA max to a DALI Line
Ambient Temperature 0-50°C

IP Rating IP20

DALI Messaging DALI Broadcast

Dimensions 120mm x 75mm x 53mm

N CE RSHs &

COMPLIANT  mmm
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